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Question: 1 
   
Which meridian-powered app support push notifications? (Select three.) 
 
A. Meridian Editor 
B. any AppMaker app 
C. Beacons App 
D. AppViewer 
E. AppMaker 
 
Answer: A,C,D     
 
Question: 2 
   
An app developer troubleshoots language localization for a Meridian-powered app. One app user has 
their device set to Spanish, but the app displays pages in English. Another app user has the language set 
to English, and the app correctly displays pages in English. 
What should the app developer do to ensure the app displays on the device in the correct language for 
each user? 
 
A. Change the default language to Spanish in the Meridian Editor under languages 
B. Enable Spanish language support in the Meridian Editor under languages 
C. Enable Spanish language support in the Meridian Editor under the pages 
D. Enable the check box use device specific languages in the Meridian Editor under languages 
 
Answer: B     
 
Question: 3 
   
A customer has an Aruba Wi-Fi deployment with 20 AP-325s around their 100,000 square foot (9,290.30 
square meter) facility. The customer now wants to implement Aruba location services with the use of a 
venue Meridian app, along with Bluetooth as the technology for positioning. 
Which type of information should the network administrator share with the customer to prepare them to 
meet their goal? 
 
A. The customer can use their AP-325s as beacons, but may require more battery-powered beacons for 
an optimized indoor positioning deployment 
B. The customer will not need to purchase any more equipment since they already have AP-325s 
C. The customer will need to purchase USB beacons for management, but otherwise their AP-325s will 
handle the indoor positioning. 
D. The customer will need to swap out their AP-325 deployment with battery-powered beacons, as they 
cannot be mixed in a deployment. 
 
Answer: C     
 
Question: 4 
   
A network engineer accesses the Meridian Editor and notices there is no access to pages, events, and 
themes. The engineer can access maps, place marks, and notifications. 
What could be the reason? 
 
A. The pages, events, and themes are not enabled for the app. 
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B. The app is a location-based app. 
C. The app is an SDK app. 
D. the Meridian Editor needs the license installed. 
 
Answer: D     
 
Question: 5 
   
Which condition is required for a device to receive a notification triggered by a proximity beacon? 
 
A. Location service is enabled for the app 
B. Wi-Fi is enabled on device. 
C. Beacons App is installed. 
D. Wi-Fi is connected to a guest WLAN. 
 
Answer: A     
 
Question: 6 
   
A hotel network engineer wants to create a Meridian-powered app to provide users with information 
about restaurants, hotel rooms, and activities at the hotel. Blue dot wayfinding is not required for the 
deployment, but the venue would like users to get directions from one area of the hotel to another area 
in the hotel. 
Which types of apps meet these needs? (Select two.) 
 
A. informational only 
B. beacons enabled 
C. location aware 
D. blue dot enabled 
E. self-guided way finding 
 
Answer: B,C     
 
Question: 7  
   
What is required for self-guided way finding without a blue dot? 
 
A. battery-powered beacon 
B. WLAN controller 
C. Meridian-powered app 
D. USB beacon 
 
Answer: C     
 
Question: 8 
   
A network engineer wants to add a link to a venue’s event schedule on the first page that appears when 
an AppMaker app is opened on a device. On which page in AppMaker should the engineer add the event 
schedule so the link will appear on the first page when the app is opened? 
 
A. Image page 
B. Home page 
C. Title page 
D. Featured page 
 
Answer: D     
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Question: 9 
   
Which beacon mode is used to enable location and blue dot wayfinding in a Meridian-powered app? 
 
A. battery-powered 
B. proximity 
C. location 
D. USB 
 
Answer: B     
 
Question: 10 
   
A network engineer plans an OAuth login scenario with ClearPass for mobile device authentication with a 
venue app. Which step occurs first? 
 
A. The client device sends a token to the info URL. 
B. The client device requests a token. 
C. The user creates a guest user in ClearPass. 
D. The user logs into the Meridian app. 
 
Answer: A     
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