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Question: 1 

HOTSPOT 

You have a network policy server (NPS) server named NPS1. One network policy 

is enabled on NPS1. The policy is configured as shown in the following exhibit. 

 
Use the drop-down menus to select the answer choice that completes each statement 

based on the information in the graphic. 

 
Answer:  

 
 

Question: 2 

HOTSPOT 

You have a Hyper-V host named Server1 that runs Windows Server 2016. Server1 

connects to your corporate network. The Corporate network uses the 10.10.0.0/16 

address space. 

Server1 hosts a virtual machine named VM1, VM1 is configured to have an IP 

addresses of 172.16.1.54/16. 

You need to ensure that VM1 can access the resources on the corporate network. 

What should you do? To answer, select the appropriate options in the answer area. 
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Answer:  

 
 

Question: 3 

HOTSPOT 

You install the DHCP Server role on a server1. You create a new scope on Server1. 

The scope properties are configured as shown in the following exhibit. 
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Use the drop down menus to select the answer choice that completes each statement 

based on the information presented in the graphics. 

 
Answer:  

 
 

Question: 4 

Scenario: 

You are a network administrator for a company named Contoso,Ltd. The network is 

configured as shown in the exhibit. 

 

You install the Remote Access server role on Server2. 

Server2 has the following configured. 

*Network address translation (NAT) 

*The DHCP Server server role 

The Security Policy of Contoso states that only TCP ports 80 and 443 are allowed 

from the internet to server2 

You identify the following requirements: 

* Add 28 devices to subnet2 for a temporary project. 

* Configure Server2 to accept VPN connections from the internet. 

* Ensure that devices on Subnet2 obtain TCP/IP settings from DHCP on Server2. 

End of Scenario: 

You add a computer to subnet1. The computer has an IP address of 10.10.0.129 

Web1 receives a request from the new computer and sends a response. 
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What should you do? 

 

A. 10.10.0.129 

B. 10.10.0.224 

C. 131.107.0.223 

D. 172.16.128.222 

 

Answer: A     

 

Question: 5 

   

HOTSPOT 

Scenario: 

You are a network administrator for a company named Contoso,Ltd. The network is 

configured as shown in the exhibit. 

 
You install the Remote Access server role on Server2. 

Server2 has the following configured. 

*Network address translation (NAT) 

*The DHCP Server role 

The Security Policy of Contoso states that only TCP ports 80 and 443 are allowed 

from the internet to server2 

You identify the following requirements: 

* Add 28 devices to subnet2 for a temporary project. 

* Configure Server2 to accept VPN connections from the internet. 

* Ensure that devices on Subnet2 obtain TCP/IP settings from DHCP on Server2. 

End of Scenario: 
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You need to identify which subnet mask you must use for subnet2. The solution 

must minimize the number of available IP addresses on Subnet2. 

What subnet mask should you identify? To answer, select the appropriate options in 

the answer area. 

 
Answer:  

 
 

Question: 6 

Scenario: 

You are a network administrator for a company named Contoso,Ltd. The network is 

configured as shown in the exhibit. 
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You install the Remote Access server role on Server2. 

Server2 has the following configured. 

*Network address translation (NAT) 

*The DHCP Server server role 

The Security Policy of Contoso states that only TCP ports 80 and 443 are allowed 

from the internet to server2 

You identify the following requirements: 

* Add 28 devices to subnet2 for a temporary project. 

* Configure Server2 to accept VPN connections from the internet. 

* Ensure that devices on Subnet2 obtain TCP/IP settings from DHCP on Server2. 

End of Scenario: 

What should you do to meet the DHCP connectivity requirement for Subnet2? 

 

A. Install the Routing role service on Server2. 

B. Install the IP address Management (IPAM) Server feature on Server2. 

C. Install the Routing role service on Server1. 

D. Install the DHCP Server server role on Server1. 

 

Answer: A     

 

Question: 7 

   

HOTSPOT 

Scenario: 

You are a network administrator for a company named Contoso,Ltd. The network is 

configured as shown in the exhibit. 
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You install the Remote Access server role on Server2. 

Server2 has the following configured. 

*Network address translation (NAT) 

*The DHCP Server server role 

The Security Policy of Contoso states that only TCP ports 80 and 443 are allowed 

from the internet to server2 

You identify the following requirements: 

* Add 28 devices to subnet2 for a temporary project. 

* Configure Server2 to accept VPN connections from the internet. 

* Ensure that devices on Subnet2 obtain TCP/IP settings from DHCP on Server2. 

End of Scenario: 

You deploy a computer named Computer8 to subnet4. Computer8 has an IP address 

of 192.168.10.230 and a subnet mask of 255.255.255.240 

What is the broadcast address for Subnet4? To answer, select the appropriate 

options in the answer area. 

 
Answer:  
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Question: 8 

You plan to deploy several Hyper-V hosts that run Windows Server 2016. The 

deployment will use Software defined Networking (SDN) and VXLAN. 

Which server role should you install on the network to support the planned 

deployment? 

 

A. Network Controller 

B. Network Policy and Access Services 

C. Remote Access 

D. Host Guardian Service 

 

Answer: D     

 

Question: 9 

   

Your network contains three subnets, a production subnet that contains production 

servers, a development network that contains development servers, and a client 

network that contains client computers. 

The development network is used to test applications and reproduces servers that 

are located on the production network. The development network and the 

production network use the same IP address range. 

A developer has a client computer on the client network. The developer reports that 

when he attempts to connect to the IP address 10.10.1.6 from his computer, he 

connects to a server on the production network. 

You need to ensure that when the developer connects to 10.10.1.6, he connects to a 

sever on the development network 

Which cmdlet should you use? 

 

A. New-NetNeighbor 

B. New-NetRoute 

C. Set-NetTcpSetting 

D. Set-NetNeighbir 

 

Answer: B     
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