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  Question:1  
 

Which command displays the IP routing table information that is associated with VRF-Lite? 
 

A. Show ip vrf 
B. Show ip route vrf 
C. Show run vrf 
D. Show ip protocols vrf 

 

  Answer: B  
 

Explanation: https://www.cisco.com/c/en/us/td/docs/routers/connectedgrid/cgr1000/ios/software/15_4_1_cg/v 
rf_cgr1000.html 

 
 

  Question:2  
 

DRAG DROP 
Drag and drop the MPLS VPN concepts from the left onto the correct descriptions on the right. 

 
 

  Answer:  

Displays IP routing table 
information associated 
with a VRF. 

show ip route vrf vrf-name [ connected ] [ protocol [ as- 
number ] [ list [ list-number ]] [ mobile ] [ odr ] [ profile ] 
[ static ] [ summary ][ supernets-only ] 
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  Question:3  
 

Refer to the exhibit. 

 
An administrator that is connected to the console does not see debug messages when remote users log in. 
Which action ensures that debug messages are displayed for remote loggings? 

 

A. Enter the transport input ssh configuration command. 
B. Enter the terminal monitor exec command. 
C. Enter the logging console debugging configuration command. 
D. Enter the aaa new-model configuration command. 

 

  Answer: A  
 

  Question:4  
 

Refer to the exhibit. 
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An engineer is trying to block the route to 192.168.2.2 from the routing table by using the 
configuration that is shown. The route us still present in the routing table as an OSPF route. Which action 
blocks the route? 

 

A. Add this statement to the route map route-map RM-OSPF-DL deny 20 
B. Use a prefix list instead of an access list in the route map. 
C. Change sequence 10 in the route-map command from permit to deny. 
D. Use an extended access list instead of a standard access list. 

 

  Answer: C  
 

  Question:5  
 

DRAG DROP 
Drag and drop the address from the left onto the correct IPv6 filter purposes on the right. 
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  Answer:  
 

 

  Question:6  
Refer to the exhibit. 

 
Which interface configuration must be configured on the space A route enable a dynamic DMVPN tunnel 
with the spoke B router? 

A) 
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B) 

 
C) 

 
D) 

 
 

A. OptionA 
B. OptionB 
C. OptionC 
D. Option D 

 

  Answer: A  
 

  Question:7  
 

DRAG DROP 
Drag and drop the MPLS terms from the left onto the correct definitions on the right. 
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  Answer:  
 

 
 

  Question:8  
 

Which statement about MPLS LDP router ID is true? 

 

A. The force keyword changes the router ID to the specific address causing any impact. 
B. The loopback with the highest IP address is selected as the router ID. 
C. If not configured, the operational physical interface is chosen as the router ID even if a loopback is 
configured. 

D. If MPLS LDP router ID must match the IGP router ID. 
 

  Answer: B  
 

  Question:9  
 

Which transport layer protocol is used to form LDP sessions? 

 

A. UDP 
B. SCTP 
C. TCP 
D. RDP 

 

  Answer: C  
 

  Question: 10  
 

R2 has a locally originated prefix 192.168.130.0/24 and has these configurations: 
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What is the result when the route-map OUT command is applied toward an eBGP neighbor R1 (1.1.1.1) by using the 
neighbor 1.1.1.1 route-map OUT out command? 

 
A. R1 sees 192.168.130.0/24 as two hops away instead of one AS hop away 
B. R1 does not forward traffic that is destined for 192.168.130.0/24. 
C. Network 192.168.130.0/24 is not allowed in the R1 table. 
D. R1 does not accept any route other than 192.168.130.0/24. 

 

  Answer: A  
 

  Question: 11  
 

Refer to the exhibit. 

 
Network operations cannotread or write anconfiguration on the device withthis configuration from the operation subnet. 
Which two configuration fix the issue? (Choose two.) 

 

A. Configure SNMP rw permission in addition to community ciscotest. 
B. Modify access list 1 and allow operations subnet in the access list. 
C. Modify SNMP rw permission in addition to version 1. 
D. Configure SNMP rw permission in addition to version 1. 
E. Configure SNMP rw permission in addition to community ciscotest 1. 

 

  Answer:AD  
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