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  Question: 1  
 

DRAG DROP 

Drag and drop the characteristics from the left onto the correct functionalities on the right. 

 
 

  Answer:  

 
 

  Question:2  
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Which UDP port numbers are used for exchange mobility packets in an AireOS wireless deployment? 

 

A. UDP 16666 for control plane, EoIP (IP protocol 97) for data plane 
B. UDP 16668 for control plane, UDP 16667 fordataplane 

C. UDP 16667 for control plane, UDP 16666 fordataplane 

D. UDP 16666 for control plane, UDP 16667 fordataplane 
 

  Answer: D  
 

  Question:3  
 

A customer asks an engineer to explain the concept of mobility domains and mobility groups. Which 
statement 

does the engineer respond with? 
 

A. A mobility group does not constrain the distribution of security context of a client and 
also does not 
Constrain AP fail-over between controllers when the WLC are in the same mobility domain. 

B. If WLCs are in the same mobility domain, they communicate with each other but, if 
an anchor WLC is 
Present it must be in the same mobility domain for communication to be possible. 

C. If WLCs are inthe same mobility domain, they communicate with each other. Mobility 
groups constrain the 

Distribution of security context of a client and also constrain AP fail-over between controllers. 

D. WLCs do not need to be in the same mobility domain to communicate with each other. 
Mobility groups constrain the distribution of security context of a client and also constrain AP 

fail-over between controllers. 
 

  Answer: C  
 

  Question:4  
 

An engineer is designing a wireless deployment for a university auditorium. Which two features can 

be used to 

help deal with the issues introduced by high AP count? (Choose two.) 

 

A. TSPEC 
B. RXSOP 

C. TPC 

D. LSS 

E. DFS 
 

  Answer:CE  
 

  Question:5  
 

A wireless engineer is designing a wireless network to support real-time applications over wireless. 
Which 
IEEE protocol must the engineer enable on the WLC so that the number of packets that are 
exchanged between an access point and client are reduced and fast roaming occurs? 

 
A. 802.11w 
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B. 802.11r 
C. 802.11i 
D. 802.11k 

 

  Answer: D  
 

  Question:6  
 

A network administrator of a global organization is collapsing all controllers to a single cluster 

located in 

Central Europe. Which concern must address? 

 

A. Some channels may not be available consistently across the organization. 
B. Different RF policies per office are not available in this configuration. 

C. Syslog must be configured to the time-zone of the NMS platform. 

D. Centralized controllers cannot uniformly authenticate global users. 
 

  Answer: C  

 

  Question:7  
 

An engineer must ensure that the new wireless LAN deployment can support seamless roaming 

between Access points using a standard based on an amendment to the 802.11 protocol. Which 

protocol must the engineer select? 

 
A. 802.11i 
B. 802.11ac 
C. 802.11r 
D. 802.11e 

 

  Answer: C  
 

  Question:8  
 

A high-density wireless network is designed. Which Cisco WLC configuration setting must be 
incorporated in the design to encourage clients to use the 5 GHz spectrum? 

 
A. Band Select 

B. RRM 

C. Cisco Centralized Key Management 

D. load balancing 
 

  Answer: A  
 

  Question:9  
 

A network engineer is preparing for an offices ite survey with a height of 2.5 meters. Which three 
components are recommended to complete the survey? (Choose three.) 

 
A. Use a battery pack to power APs 
B. Use a drawing of the office space to draw AP and client placements. 

C. Use DoS attack on APs while measuring the throughput. 
D. Use APs with directional antennas. 
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E. Use APs with external antennas. 

F. Use APs with built-in antennas. 
 

  Answer: ABF  
 

  Question: 10  
 

A wireless engineer must optimize RF performance for multiple buildings with multiple types of 
construction and user density. Which two actions must be taken? (Choose two.) 

A. Configure FlexConnect groups for each building. 

B. Configure WMM profiles for each building. 

C. Configure AP groups for each area type. 
D. Configure RF profiles for each area type. 

E. Enable DTPC on the network. 
 

  Answer: CD  
 

  Question: 11  
 

A wireless engineer is hired to design a network for a technology company. The company campus 
has four buildings and aware house with access points that provide full wireless coverage as 
well as a pair of WLCs located in the core of the network. Which type of wireless architecture is 

being used? 

 

A. unified deployment 
B. autonomous deployment 

C. centralized deployment 

D. distributed deployment 
 

  Answer: C  
 

  Question: 12  
 

Refer to the exhibit. 

 
Whatis the main reason why the Wi-Fi design engineer took adifferent approach than installing 
the APsintheoffices, eventhoughthatinstallation providesbettercoverage? 

 
A. aesthetics 

B. transmit power considerations 

https://www.dumpsplanet.com/


Questions and Answers PDF 6/38 
 

https://www.dumpsplanet.com/ Page 6 
 

C. antenna gain 

D. power supply considerations 
 

  Answer: B  

 

  Question: 13  
 

Where the APs must be mounted when used in a high-density wireless network to provide 6 dB to 20 

dB of attenuation to acell? 
 

A. in the aisle 

B. under the seat 
C. above the stage 

D. under the stage 
 

  Answer: B  
 

  Question: 14  
 

A company wants to replace its existing PBX system with a new VoIP System that will include 
wireless IP Phones. The CIO has concerns about whether the company’s existing wireless network 
can support the new system. Which tool in Cisco Prime can help ensure that the current network will 
support the new phone system? 

 

A. Location Readiness 
B. Site Calibration 

C. Map Editor 

D. Voice Readiness 
 

  Answer: D  
 

  Question: 15  
 

A rapidly expanding company has tasked their network engineer with wirelessly connecting a new 
cubicle area with Cisco workgroup bridges until the wired network is complete. Each of 42 
new users has a computer and VoIP phone. How many APs for workgroup bridging must be 
ordered to keep cost at a minimum while connecting all devices? 

 

A. 4 
B. 5 

C. 6 
D. 7 

 

                                                                                                                   Answer: A 
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